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I KiEA % /General tolerances(mm) A
0 >3 | >6 | >10 | >18 | >30 | >50 | >80 [>120(>180(>250 [ >315 | >400
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L Fs#/UL Standard: [ B ] ¢ ] D
JUC /Wi /Rated Voltage(V) /Current(A) [600/40] / | /
EC #&f/IEC Standard:
iETERAT/Overvoltage Category/i5 1%
Pollution Degree HI/3 IH/Z H/Z
Eﬁﬁ%hﬁ/%iﬁ Rated Voltage(V)/Current(A)  [1000/41 / /
k{gﬁ%ﬁiﬂ@g;\? éf)ote Impulse \(/o\tcge(K\/) 8 / /
e (2 A52k) /Wire Range(rigid and
lexible)(mm?/AWG) 0.5~6,10(Sol)/20~8
A§/Pitch(mm) 8.2
WIZ K /Stripping length(mm) 10-12
TR % /Operating_temperature('C) —40~+105
[FF & RoHSHRZ K /Conform _to RoHS Yes
MATERIAL: / | SURFACE: /
NAT_NO. / & TREMETFARAR
4 | Current Carrier Copper Sn plated STATUS: / DEGSON® NINGBO DEGSON ELECTRICAL CO., LTD
3 Spring Stainless steel APPD: i GL 2020.06.01 | NAVE:
2 Button PAG6—GF [UL94 V-0 CKD: Mao J 2020.06.01 DS6-TW—01P—1Y-00A&Z(H)
1 Housing PA66 uL94 v-o| i / Replace the drawing frame Mao J | 2020.06.01|ORFT: WangW 2019.08.14 | DRAWING NO.: DS6-TW-CO1 REV T1
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