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客户名称

型号规格

客戶料号

1 电器特性

项 目 规 格

1.1 Total Resistance
1.2 Total Resistance Tolerance 500Ω ＜R＜1MΩ:±20 %；R＜500Ωor

R＞1MΩ: ±30 %
1.3 Resistance Taper A, B,C
1.4 Rotational Noise Less than 100mV
1.5 Insulation Resistance More than 100MΩ at DC 500V
1.6 Withstand Voltage 1 minute at AC 500V
1.7 Max.Operating Voltage Linear Taper B:AC 200V,Other

Tapers:AC 150V
1.8 Number of click 21
1.9 Residual Resistance Term.1~2:less than 20Ω ; Term.2~3:less

than 20Ω
1.10 Rated Power Linear Taper B:0.2W,Other

Tapers:0.1W

2 Mechanical charateristics
2.1 外形尺寸 附 图

2.2 Total Rotational Angle 300°±5°

2.3 Rotational Torque 20~100gf.cm
2.4 Rotational Stopper Strength 7kgf.cm Min
2.5 Push-Pull Strength 8Kgf Min
2.6 Click Torque 100~300gf.cm
2.7 Bushing&Nut Tight Strength 8Kgf.cm Min
2.8 Switch Circuit /
2.9 Switch Contant Resistance /
2.10 Switch Rotational Angle /
2.11 Rotary life 10,000 cycles
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